Order No.

Switched output

Order No.

Switched output

Switching hysteresis (3)

Switching frequency (3)

Response time (3)

Time delay before availability (3)

Blind zone

Operating range

Maximum range

Angle of beam spread

Transducer frequency

Resolution, sampling rate

Reproducibility

Accuracy

Operating voltage Ub

Voltage ripple

No-load supply current

Housing

Class of protection to EN 60529

Type of connection

Controls

Indicators

Programmable

Operating temperature

Storage temperature

Weight
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mic+340/D /TC

pnp, Ub-2 V, Imax = 200 mA

switchable NOC/NCC, short-circuit-proof

mic+340/E/TC

npn, -Ub+2 V, Imax = 200 mA

switchable NOC/NCC, short-circuit-proof

50 mm

3 Hz

180 ms

< 300 ms

350 mm

3,400 mm

5,000 mm

>Detection zone, for more information
see >The detection zones

120 kHz

0,18 mm

+0,15 %

Temperature drift internal compensation, =< 2%

9-30 V d.c., reverse polarity protection

+ 10%

=< 80 mA

Brass sleeve, nickel-plated (1)

Plastic parts: PBT, TPU;

Ultrasonic transducer: polyurethane foam,

epoxy resin with glass content

IP 67

5-pin M12 initiator plug (2)

Yes, TouchControl

3-digit LED display, 2 three-colour LEDs

Yes, with TouchControl & LinkControl

-25°C bis +70°C

-40°C bis +85°C

210 g

(1) To order the stainless steel version please add the suffix E to the order No.

(2) Version with cable on request.

(3) Can be programmed with LinkControl.



