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VALVE PLUG|

 Form C (8 mm) Form CI (9,4 mm)
  Industrial standard

 

  

1 2 3

1

2

3

 Cable type Jacket color Jacket color

 Cable length

 Article no.

      Form Cable type Cable length

With open ended wires

– V4A-connecting screw
– Protection IP65/68

Approvals:

  1.5  m  0150

  3.0  m  0300

  5.0  m  0500

  7.5 m  0750

  10.0 m  1000

 Form No.

 Wire diameter 0.75 mm2    gray s  gray   

 PVC     216 616  216   

 

 656

 8 0 0 2 1  9 4 0 2 1

 Notes 
      Differing cable lengths on request.

7 0 1 4

 Configuration  24 V AC/DC with LED  24 V AC/DC with LED

     and suppression  and suppression

 Circuit diagram

 Contact layout
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ROUND PLUG CONNECTOR 7/8”|

 Female Female
 straight 90°

  

1 2 3

1

2

3

 Cable type Jacket color Jacket color

 Cable length

 Article no.

      Form Cable type Cable length

With open ended wires

– V2A nut
– Protection IP65/68

Approvals:

  1.5  m  0150

  3.0  m  0300

  5.0  m  0500

  7.5 m  0750

  10.0 m  1000

 Configuration  5-pole     5-pole

    Power cable     Power cable

 Circuit diagram

 Contact layout

 Form No.  7 8 0 2 1  7 8 0 5 1

 Notes 
      Differing cable lengths on request.

7 0 1 2

 Wire diameter 1.5  mm2   gray   gray

 PUR, suitable for C-tracks (UL/CSA)   961   961
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ROUND PLUG CONNECTOR 7/8”|

 Female
 straight 

1

1

 Technical data

 Article no.

      Form

 Form No.

 Notes 

7 0 0 2

 Supply voltage  230/400 V AC/DC

 Nominal current  max. 10 A

 Conductor diameter  ≥ 0.15 mm (acc. to  DIN VDE 0812)

 Outer wire diameter  ≤ 2,8 mm

 Outer cable diameter 6.8…12.5 mm

 Wire isolation  PVC, PP, TPE

 Connection frequency  10 

 Protection  IP67 when plugged and screwed down  (EN 60529)

 Temperature range - 25…+ 85 °C

0 0 0 0 0 0 0

 7 8 2 1 1

 Configuration  5-pole

 Circuit diagram

 Wire diameter  0.75…1.5  mm2   

 Contact layout

Field-wireable

–  insulation displacement 
technology

– V2A nut
– Protection IP67

Female

42 

5 1 

3 

1

3

4

2

5

– –



Murrelektronik GmbH | Falkenstraße 3, D-71570 Oppenweiler | P.O. Box 1165, D-71567 Oppenweiler

Phone  +49 7191 47-0 | Fax  +49 7191 47-130 | info@murrelektronik.com | www.murrelektronik.com

The information in this brochure has been compiled with the utmost care. Liability for the correctness, completeness and topicality 
of the information is restricted to gross negligence.
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